
G/SQM MM MD CD MD CD Kpa 32L/0.1M2.M % (µm: Micron)

260WOP PET
100% Water & Oil Proof 265 0.62 1160 700 39 36 2850 50 Pa > 99%@5µm 120 OK / / /

260HPTFE PET
100% PTFE Hot-laminated 265 0.58 1160 700 39 36 2850 320 Pa > 99%@0.3µm

(H11-13 Optional)
135 / / / OK

260WOP-PTFE PET
100%

Water & Oil Proof
 + PTFE laminated 270 0.64 1160 700 39 36 2850 260 Pa > 99%@0.3µm

(H11-13 Optional)
120 OK / / OK

260AS-AL PET
100%

Aluminum coat
( anti-static ) 265 0.62 1160 700 39 36 2850 50 Pa > 99%@5µm 120 / / OK /

260AS-AL-PTFE PET
100%

Aluminium Coated
(anti-static)
+ PTFE laminated

270 0.63 1160 700 39 36 2850 260 Pa > 99%@0.3µm
(H11-13 Optional)

120 / / OK OK

260FR PET
100% Flame-Retardant 280 0.62 1160 700 39 36 2850 50 Pa > 99%@5µm 120 / OK / /

260FR-HPTFE PET
100%

Flame-retardant,
& PTFE Hot-laminated 285 0.58 1160 700 39 36 2850 320 Pa > 99%@0.3µm

(H11-13 Optional)
135 / OK / OK

260CA PET
100%

Carbon coated,
Acid Gas Resist
(Black Color)

265 0.62 1160 700 39 36 2850 50 Pa > 99%@5µm 120 / / OK /

Technical Data Sheet
( 260G/SQM Spunbond Filtration Media Series )

Material Colour can be customised. If no special requests, the basic colour is white.
Spunbonded PET filtration material is widely used in industrial filtration, applied with different post-processing treatments, various functions achieved with excellent performances.
Hefei Really Purifying Equipment Co. Ltd                                                                                                                                        Website: https://www.filter-making.com   Email: exp@filter-making.com
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